
TOUGH TO BEAT IN THE LONG RUN

PEANUT-VAC
7614 DLX



CONVEY 65 TONS of PEANUTS per hour*  
WITH MINIMAL SHELL DAMAGE

7614 DLX PEANUT-VAC
The recognized leader in pneumatic bulk transfer systems,  
Walinga was approached by the peanut industry to engineer  
a solution that addressed the specific properties unique to the 
in shell peanut and its transport. Floating on a pillow of air still 
requires finesse to prevent shell damage. Direction changes, flow 

inconsistencies and in-flight collisions all  
need to be managed to ensure a  

damage free journey.
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SPECIFICATIONS: 7614 DLX PEANUT-VAC
HEIGHT 127” (323 cm)

WIDTH 92” (234 cm)

LENGTH 168” (427 cm)

WEIGHT 4818 lbs (2190 kg)

HP REQUIRED 70 - 85 HP

PTO SPEED 1000 RPM

LINE SIZE 7” (178 mm)

TIRES Two Standard Farm Implement

WHEELS 15" (38 cm), 5 Stud

BLOWER
#614 Walinga SRT (Sound Reduction 
Type), Super Hardened, Positive 
Displacement Blower

AIRLOCK
#2224 cast iron shell, precision machined 
housing, 10 vane rotor Hardox steel tips, 
hydraulically driven, reversible rotation

DRIVE Tongue mounted drive shaft with V-type  
5 groove sheaves & belts

HYDRAULICS Hoses & quick couplings
Open/Closed centre system

RECEIVER 32" dia. (81 cm) two piece, single inlet

PRECLEANER 24" dia. (61 cm) with holding tank

SAFETY Vacuum relief valves

STANDARD ACCESSORIES
•	 Hose carrier

•	 Precleaner

•	 #614 Walinga SRT (Sound 	
	 Reduction Type), Super 		
	 Hardened, Positive 		
	 Displacement Blower

•	 Clean-up hose package

•	 Two Stainless Steel 		
	 delivery lines 

•	 One suction nozzle

•	 Rhino liner covering  
	 high wear areas in  
	 receiver tank

*Due to continuous product development, specifications are subject to change without notice. 
Capacities based on using 12′ (3.65 m) suction line and truck loading kit. Barometric pressure, 
humidity, and condition of product will affect capacity. 7614DLX Peanut-Vac product development 
and testing was performed with the cooperation of the Georgia Peanut Commission. 
Some items shown may be optional.


